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VENTILATORI AC VENTILATORI DC
Codice m3/hr |Supporto Alimentazione V/Hz|Collegamento| Dim. mm. Codice m3/hr |Supporto Alimentazione V/Hz Collegamento| Dim. mm.
V1081BT230VAC | 160 | cuscinetti |  220-240/50-60 fast-on | 119x119x38 V108EXBW24VDC | 460 | cuscinetti 24 DC fili 172x150x51
V1081BTI15VAC | 160 | cuscinetti | 110-120/50-60 fast-on | 119x119x38 V108EXBWABVDC | 460 | cuscinetti 48 DC fili 172x150x51
V1081BT24VAC 160 | cuscinetti 24/50-60 fast-on | 119x119x38 \1087BW24VDC 240 | cuscinetti 24 DC fili 127x127x38
V1081BT48VAC 160 | cuscinetti 48/50-60 fast-on | 119x119x38 V1087BW48YDC | 240 | cuscinetti 48 DC fili 127x127x38
V1081ST230VAC | 160 | bronzine |  220-240/50-60 fast-on | 119x119x38 V1081BW12VDC 180 | cuscinetti 12 DC fili 119x119x38
V1081STI15VAC | 160 | bronzine | 110-120/50-60 fast-on | 119x119x38 V1081BW24VDC 180 | cuscinetti 24 DC fili 119x119x38
V1081ST24VAC 160 | bronzine 24/50-60 fast-on | 119x119x38 \V1081BW48VDC 180 | cuscinetti 48 DC fili 119x119x38
V1081ST48VAC 160 | bronzine 48/50-60 fast-on | 119x119x38 V1081SW12VDC 180 | bronzine 12 DC fili 119x119x38
V1087BT230VAC | 190 | cuscinetti | 220-240/50-60 fast-on | 127x127x38 V1081SW24VDC 180 | bronzine 24 DC fili 119x119x38
V1087BT115VAC | 190 | cuscinetti | 110-120/50-60 fast-on | 127x127x38 V1081SW48VDC 180 | bronzine 48 DC fili 119x119x38
V108XBT230VAC | 105 | cuscinefti | 220-240/50-60 fast-on | 120x120x25 V108MBW12VDC | 150 | cuscinetti 12 DC fili 120x120x25
V108XBTT15VAC | 105 | cuscinetti | 110-120/50-60 fast-on | 120x120x25 V108MBW24VDC | 150 | cuscinetti 24 DC fili 120x120x25
V108JCSW230VA | 65 | bronzine | 220-240/50-60 fili 92x92x38 VI108MSW12VDC | 150 | bronzine 12 DC fili 120x120x25
V108JCSWIT5VA | 65 | bronzine | 110-120/50-60 fili 92x92x38 V108MSW24VDC | 150 | bronzine 24 DC fili 120x120x25
V108JCBT230VA 65 | cuscinetti | 220-240/50-60 fast-on 92x92x38 V108BBW24VDC | 100 | cuscinetti 24 DC fili 92x92x25
V108JCBTT15VA 65 | cuscinetti | 110-120/50-60 fost-on 92x92x38 V108DBW12VDC 65 | cuscinetti 12 DC fili 80x80x25
V108BBT230VAC 50 | cuscinetti | 220-240/50-60 fost-on 92x92x25 V108DBW24VDC 65 | cuscinetti 24 DC fili 80x80x25
V108BBT115VAC 50 | cuscinetti | 110-120/50-60 fast-on 92x92x25 V108DSW12VDC 65 | bronzine 12 DC fili 80x80x25
V108BST230VAC 50 | bronzine |  220-240/50-60 fast-on 92x92x25 V108DSW24VDC 65 | bronzine 24 DC fili 80x80x25
V108BST115VAC 50 | bronzine | 110-120/50-60 fast-on 92x92x25 V108FSW24VDC 35 | bronzine 24 DC fili 60x60x25
V108ABT230VAC 45 | cuscinetti | 220-240/50-60 fast-on 80x80x38 V1086BW24VDC 15 | cuscinetti 24 DC fili 40x40x20
V108ABW230VAC | 45 | cuscinetti | 220-240/50-60 fili 80x80x38

V108ABT115VAC 45 | cuscinetti | 110-120/50-60 fast-on 80x80x38
V108AST230VAC 45 | bronzine | 220-240/50-60 fast-on 80x80x38
V108ASTT15VAC 45 | bronzine | 110-120/50-60 fast-on 80x80x38
V108AXBT230VA 35 | cuscinetti | 220-240/50-60 fast-on 80x80x25
V108AXBW230VA | 35 | cuscinetti | 220-240/50-60 fili 80x80x25
V108AXBT115VA 35 | cuscinetti | 110-120/50-60 fast-on 80x80x25
V108AXST230VA 35 | bronzine | 220-240/50-60 fast-on 80x80x25
V108AXSTT15VA 35 | bronzine | 110-120/50-60 fast-on 80x80x25
V108EXBT230VA | 325 | cuscinefti | 220-240/50-60 fast-on | 172x150x51

VI08EXBW230VA | 325 | cuscinetti | 220-240/50-60 fili 172x150x51
VI08EXBT115VA | 325 | bronzine | 110-120/50-60 fast-on | 172x150x51
VI08EXBWIT5VA | 325 | cuscinetti | 110-120/50-60 fili 172x150x51

V108EXST230VA | 325 | bronzine |  220-240/50-60 fast-on | 172x150x51
VIOBEXSTIT5VA | 325 | cuscinetti | 110-120/50-60 fast-on | 172x150x51
VI08EXMBT230V | 340 | cuscinefti | 220-240/50-60 fast-on | 172x150x38
VI08EXMBT115V | 340 | cuscinetti | 110-120/50-60 fast-on | 172x150x38

V108CBW230VA | 350 | cuscinetti | 220-240/50-60 fili 162x150x55
VI08CBWI15VA | 350 | cuscinetti | 110-120/50-60 fili 162x150x55
V108KBW230VAC | 600 | cuscinetti 220-240/50 fili 220x60
VI08KBWIT5VAC | 600 | cuscinetti 110-120/50 fili 220x60

V108HHBT230VA | 800 | cuscinefti |  220-240/50-60 fast-on 254x89
VI08HHBTT15VA | 800 | cuscinetti | 110-120/50-60 fast-on 254x89

Le caratteristiche tecniche, i dati ed i disegni possono essere soggetti a modifiche senza preawviso.
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